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BP22400 (2V 2400Ah)

Specifications

Nominal Voltage 2V AGM N\

Canacit 10HR(1.80V) 2400 Ah echnolog]

apacity
(257) 3HR(1.75V) 1836Ah N '
1HR(1.75V) 1354Ah
Length 49042mm (19.29inch)
) ) Width 350+2mm (13.78inch)
Dimension
Height 345+2mm (13.58inch)
Total Height 382+3mm (15.04inch)
Approx. Weight 138kg (304.4Ibs) = 3%
Terminal type T10 . .
Internal resistance Dimensions
. Approx. 0.15m Q
(Fully charged, 25°C) 490+2 350+ 2
Capacity 40°C 102% - | = S \
affected by 25C 100% \ 1
temperature 0C 85% ~ ‘
N
(10HR) -15°C 65% Ry !
— : S5

self-disch 3 month Remaining Capacity: 91% e ‘ ‘

¢ Ezlss%)arge 6 month Remaining Capacity: 82% ‘ ‘
12 month Remaining Capacity: 65% ; ‘
Nogﬁale?;zrgmg 25°C +3°C(77°F +5F) 8, 13 98 137
i Disch 15C~50°C(5F ~122°F : @ © | Total Height:382
Operating Ischarge | - ( ) N (include top cover)
temperature Charge -10°C~50°C(14°F ~122°F) g ® 6 & e
range N BN AT 150" 2 , ' -
Storage 25222285(4F 122°F) @ @ @ @ .
y : . © ©
Float charging voltage(25°C) | Temperature compensation: @ @9‘ @9 )
-3mv/C [ 98 FREI
2.42 t0 2.48V
Cyclic charging voltage(25°C) Tempeorature compensation: Terminal
-5mV/C
Maximum charging current 400A 020
Terminal material Copper ‘ ’—&—‘
Maximum discharge current 12000A(5 sec.) - ‘ ‘ ‘ ‘
Designed floating life(20°C) 20 years Jr
& Absorbent glass mat technology; Terminal T10
& Recognized by UL & CE;
& ABS container.
Constant Current Discharge Characteristics (A, 25°C)

FV/TIME | 30min 60min 2h 3h 4h 5h 6h 8h 10h 20h 24h
1.60V 2160 1440 877 624 502 436 375 294 244 128 111
1.65V 2117 1418 872 621 499 433 372 292 244 128 111
1.70V 2052 1382 864 616 495 430 370 290 243 128 111
1.75Vv 2002 1355 851 612 492 427 367 288 242 127 110
1.80V 1929 1313 829 594 477 414 356 279 240 126 109

Constant Power Discharge Characteristics (Watt, 25°C)

FV/TIME | 30min 60min 2h 3h 4h 5h 6h 8h 10h 20h 24h
1.60V 4039 2736 1693 1224 984 858 738 585 486 257 223
1.65V 3958 2695 1683 1216 978 853 734 581 485 256 223
1.70V 3837 2627 1668 1208 971 847 728 577 484 255 222
1.75V 3744 2575 1643 1200 964 842 723 573 481 254 221
1.80V 3607 2495 1601 1164 935 816 702 556 478 252 219

Note: The above characteristics data can be obtained within three charge/discharge cycles.

Page 1 of 2


www.basaku.com.tr
https://www.basaku.com.tr/iletisim/

BAS

A 1T NAL A TR
BP22400 (2V 2400Ah)
Discharge Characteristics(25°C) Charging Characteristics(25C)

o 220§ 23 £ 3

= == | Yo ©n W

= 200 - — %) (€AY (V)

g’ : —— [ 140 L. Discharge:100%

2 i S
Lo BC 0.2C 100- 0.20- 2.60 - //,,, - Charge Voltage
~ 1C 55C a0l » :

1.40 col 0.15F 2.40+
ol 0107 2200
1 23 5 10 2030 60 23 5 10 2030 20+ 0.05F Charging Current
min h 0,0,2'00““““‘
i - 0O 2 4 6 8 10 12 14 16 18 20
Dlscharge time Charging time(hours)
Effect of Temperature on Capacity Self-discharge Characteristics
— 120 — <
g 00t — 2
£100 A0 — ] g8
3 7 = — 1 S
8 80 /0/.2§9/ RS
e 1.99/// -
60 _
40 2o°c\
O
20
40 [
0 0 2 4 6 8 10 12 14 16 18 20
-20  -10 0 10 20 30 40 50 Storage time: months
Temperature(°C)
The Relationship for Open Circuit Voltage  The Relationship for Charging Voltage and
and Residual Capacity (25C) Temperature
g 2.30 E
(]
] g
E 215 g
S 200
c
[
o
O 185
410 0 10 20 30 40 50 60(°C)
170 2 20 30 100 14 32 50 68 86 104 122 140(%)
Re5|dual Capacity (%) Temperature
Floating Life on Temperature Cycle Life on D.O.D(25°C)
- . $ 120
3 S
© 20 = 210 =
2 10 SN 230V/Cell Q ~ T
o : S 80 T~
e (@] \ .
:I \
5 60 100% D.OD. 50% D.OD. 30% D.O.D.
40
20
1 0 200 400 600 800 1000 1200 1400
10 20 30 40 50 60 Number of cycles (cycles)
Temperature(°C)

Www.basaku.com.tr Page 2 of 2




