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BP2250 (2V 250Ah)

Specifications

Nominal \oltage 2V

Canaci 10HR(1.80V) 250 Ah
(a;%ezg;y 3HR(L.75V) 191Ah
1HR(1.75V) 141Ah

Length 173£2mm (6.81inch)

) ) Width 111+2mm (4.37inch)

Dimension
Height 330+2mm (12.99inch)
Total Height 364+2mm (14.33inch)

Approx. Weight

14.5kg (32.0lbs) + 4%

Terminal type

T10

Float charging voltage(25°C)

2.25t0 2.30V
Temperature compensation:
-3mV/C

Cyclic charging voltage(257C)

2.42 10 2.48V
Temperature compensation:
-5mV/°'C

Maximum charging current 50A
Terminal material Copper

Maximum discharge current 1700A(5 sec.)

Designed floating life(20°C) 20 years

& Absorbent glass mat technology;

& Recognized by UL & CE;

354£2

AGM

\ Technology

11142
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Internal resistance Aoprox. 0.75m 0 Dimensions
(Fully charged, 25°C) pprox. 8. 17342
° |
Capacity 40°C 102% R
affected by 25C 100% i
temperature 0°C 85% ‘
(10HR) -15C 65% ‘
Self-disch 3 month Remaining Capacity: 91% ‘
¢ izlss%)arge 6 month Remaining Capacity: 82% ‘ —C:I
12 month Remaining Capacity: 65% ‘ §
Nominal operating ‘O 12° oy
temperature 25CEIC(TTTF £5T) ‘
Operating Discharge -15'C~50C(5°F ~122°F) ‘
temperature Charge -10°C~50°C(14°F ~122°F) ‘
range Storage -20°C~50°C(-4°F ~122°F) |
i

Total Height:364
(Included Top Cover)

& ABS container. Terminal T10
Constant Current Discharge Characteristics (A, 25C)

FV/TIME| 15min | 30min | 60min | 2h 3h 4h 5h 6h gh 10h 20h 24h
1.60V 338 225 150 | 914 | 650 | 523 | 454 | 390 | 306 | 255 | 134 | 1158
1.65V 329 221 148 | 908 | 646 | 520 | 451 | 388 | 304 | 254 | 133 | 1156
1.70V 317 214 144 | 900 | 642 | 516 | 448 | 385 | 302 | 253 | 133 | 1152
1.75V 306 209 141 | 887 | 638 | 513 | 445 | 383 | 300 | 252 | 132 | 1145
1.80V 290 201 137 | 864 | 618 | 497 | 432 | 371 | 2901 | 250 | 131 | 11.38

Constant Power Discharge Characteristics (Watt, 25C)

FV/TIME| 15min | 30min | 60min | 2h 3h 4h 5h 6h gh 10h 20h 24h
1.60V 618 421 285 176 127 102 | 894 | 769 | 609 | 506 | 267 | 233
1.65V 603 412 281 175 127 102 | 889 | 764 | 605 | 505 | 267 | 232
1.70V 581 400 274 174 126 101 | 883 | 759 | 60.1 | 504 | 266 | 232
1.75V 561 390 268 171 125 100 | 877 | 754 | 597 | 501 | 264 | 230
1.80V 531 376 260 167 121 | 974 | 8.0 | 731 | 579 | 498 | 263 | 229

Note: The above characteristics data can be obtained within three charge/discharge cycles.
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BP2250 (2V 250Ah)
Charging Characteristics(25°C)

Discharge Characteristics(25°C)
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